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Installation instructions

Installation Requirement

Hardware condition：
1、Pentium IV series,CPU frequency above 2.6G

2、memory above 2G

3、hard disks>=120G

4、monitor 1024*768 or above

Software condition：

        Windows2000/Windows XP/Windows2003/Windows Vista/Windows 7，recommendation Windows XP
Installation steps

Double click installation package,it pops up as below：
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Select path then click "next"

After installation,it creates an icon on desktop as below：
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At program list as below：
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Detailed instructions

Login and Exit
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【Login】  the default user is admin admin no password,click "OK" to access software main interface.

【Exit】  only admin authority can exit,user and guest authority can not

          It needs to input administrator user and password when exit the client

Software interface

[image: image5.png]v





Software interface includes six blocks：

1  system button bar        2  label bar         3  devices list

4  real-time preview         5  PTZ control      6  alarm info list

◆System button list：

[image: image6.png]


  help button,click to open client user manual
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  hidden button,click to hide software to system hidden list
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  exit button,click to pop up logout dialog
◆label bar：
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   LOGO information
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  Click to change to preview interface
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  Click to change to video playback interface
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 Click to change to remote playback interface
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  Click to change to map operating interface
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  Click to change to settings interface
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  Click to change to log operating interface
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 Logout or change user

[image: image17.png]


  Click to logout

◆Devices list：

【List mode】:  According to the list level of the user's configuration, display the areas, the settings and channels

【Group mode】: According to the list level of the user's configuration, display the groups and channels

【Current screen】: Display the devices that the current screen connected, only display in the list mode

◆Real-time preview：
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  Electronic enlarging button,circle an area after click to enable
[image: image19.png]


  talk button,select the right window then click button to enable,window will show the status bar[image: image20.png]


，only support unique device to talk at one time.
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 Audio button, click to open audio, click again to turn off audio, window will show the status bar[image: image22.png]


, it can open audio monitor of multiple devices at the same time.
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  Record button, select the window which needs to record, click the record button to open the manual record, window will show to status bar [image: image24.png]


,and click again to turn off the manual record
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  Snapshot button ,select the right window,click button to snapshoot,support to snapshoot twice in one second.
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  Multi-picture button,click to enable multi-picture display
[image: image27.png]


  Front group button,click to show the front group view on circle view mode

[image: image28.png]


  Next group button,click to show the next group view on circle view mode

[image: image29.png]1



  Group switch button, click to open group switch, and click again to pause group switch  
[image: image30.png]()]



 Speech radio button
[image: image31.png]


   Devices list fold/unfold button,click to fold/unfold
[image: image32.png]


  Alarm information list contract or expand button, click to contract the alarm information list, and then click again to expand the alarm information list
Device management

Add device

Before using the client software, you need to add and configure the device. Click the "Config" button on the tab, enter the device management page.

【Add list】 
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At first time run,the default list is null,click"Add Area"button,pop up "Add Area" dialog,and input a name on name blank to add an area into device list,That is the first area,so there is no belonging area of it,it means the belonging area is empty

    Notice:it can support 128 areas presently
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 Add area into device list
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 Modify the selected area name
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 Delete selected area
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 Manually add device, click and pop-up the dialog 

            box “Add Device”
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 Click to pop up configuration dialog
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 Delete selected device
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 Add searched device into selected area
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 Click to search devices in LAN
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 Select all devices in list
【Add device】
◆Search and add device in LAN：
Click on the “Search” button, the client will search all devices within the local area network, and then select the device you need to add in the search list, select an area and click [image: image42.png]>



 button to add device, you can add to the selected device to the area.
Add device manually：

Click[image: image43.jpg]


button then pop up add device dialog,as below:
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 【Name】    The name of the device, you can customize the device name, you can enter up to 15 characters. 

(Note: after you enter the name, the preview window displays only the name of device on the device tree, not display the IP address of the device)
 【Channel】Support different channel on case that one device has many channels,presently device only supports one channel
 【IP or Domain name】 Device IP or domain name
 【Port】  Device http port ,default is 80             

 【User name】 Device login name,default is "admin"
 【Password】  Device login password,default is "admin"
 【Area】       Device displaying area
 Click “OK” button after fill in the required information, complete “Add Device”. 

Note: If using a dynamic domain name of manufacturer, IP or domain name text box enter a manufacturer’s dynamic domain name, use the default port 80, do not need to modify the port number

Modify the IP address of device：
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After click " Search " button, client will automatically search all devices within the local network , select corresponding device (the information processing of IP of device and other is in highlighted state), and enter the information of new of IP address and sub net, gateway , HTTP port in the corresponding text box, , click "Apply" button , then pop-up " Check Information " dialog box , input the device’s “Account” and “Password” and click "OK" button, prompted message "Successfully modified " .

Note: If modify the HTTP port of the camera, the camera will automatically restart.
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Group Management

◆Add group：
Select the[image: image48.jpg]Add Group




 button,input group

Name into pop-up dialog then click OK

Notice:support 20 groups

◆Configure group：
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After you add group, you can do group configuration.

Group configuration method: select the group, click on "+” before the IP or name of the device, and then select Channel 01, and finally click [image: image50.png]


 button to add device channel to the group.

Note: a single group can be set up to 16 image display

[image: image51.png]


  Add device channel to the group
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  Remove the device channel from the group

[image: image53.jpg]up.




  Adjust the order to display devices in the group, selected device exchanges position with the front device

[image: image54.jpg]down




  Adjust the order to display devices in the group, selected device exchanges position with the next device
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  Modify the group name and numbers of multipicture,clear group after modifying need to create new group

[image: image56.png]Delete Group




  Delete group and devices in the group
Image preview

After device configuration,click "preview" button to access main interface,devices list displays as list tree,click "group" or "list" to exchange information of group or list.Default viewing screen is 4 split displays,max support 36 split displays.
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Display menu explain ：

[image: image58.png]No Video



：The channel no equipment connecting, if the connection, will display equipment OSD information,
[image: image59.png]


：The intercom state, when icon into[image: image60.png]


 , the channel is the intercom, and  the  [image: image61.png]


channel no open the intercom;Monitoring state, when icon into[image: image62.png]


, said the channel is monitored, and the channel no open surveillance;

[image: image63.png]


Call the police state, when icon into[image: image64.png]


, said the channel is the police, and the channel no alarm;
[image: image65.png]


：Video state, when icon into[image: image66.png]


, said the channel is video, and the channel no video;
[image: image125.png]=€ hichip
- 192.168.162680
Chanrel 01




Dis-Group Switch preview
Click on "+" before the IP or name of the device 

in list mode, Double-click Channel 01 or drag

Channel 01 onto Windows to display the image 

on. 

It displays a blue triangle[image: image67.png]


after device connected channel

01,if the displays as[image: image68.png]


，it means device does not connect.

And if the display as[image: image69.png]


，it means there is alarming.

Right click on one area,it pops up dialog as：

【Connected All】 connect device in selected area

【Start manual record of Area】 enable manual record in selected area

【stop Manual Record of Area】 disable manual record in selected area

【Auto Adjust All】  device in selected area auto adjusts view proportion

【Full Display All】  device in selected area adjusts image proportion 

                 According to the size of window of multi-picture view

【Check Time ALL】  device in selected area synchronize time with PC
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Notice:Please double click Channel 01 below device or drag Channel 01 to window to view video

Right-click any device, pop up as shown in the figure 

on the right:

【Connect Device】: Connect all the channels in the 

selected device.

【Disconnect Device】: Disconnect all the channels in

 the selected device.

【Start Manual Record of Device】: Start manual record 

in the selected device

【Stop Manual Record of the Device】: Stop manual 

record in the selected device

【Main stream Device】: Connect the selected device by main stream

【Sub Stream Device】: Connect the selected device by sub stream

【Auto Adjust Device】: Automatically adjust the ratio of image display of the selected device

【Full Display Device】:  Display the image of the selected device according to the size of the split screen

【Check Time Device】: The selected device sync to PC time
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Select any device, right-click the Channel, pop-up 

as shown in the figure on the right:

【Connect】: Connect a channel of the device;

 currently the device only has Channel 01.

【Start Manual Record】:  Start manual record 

in the selected channel. After start the manual

 record, the label will automatically appear

  “Stop Manual Record”

【Main Stream】:  Connect the selected channel

 by main stream; a tick represents the current channel selecting the main stream

【Sub Stream】: Connect the selected channel by sub stream, if the current channel selecting the sub stream, a tick will appear on the sub stream label.

【Auto Adjust】: Automatically adjust the ratio of image display of the selected channel

【Check Time】:  The selected channel sync to PC time
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Right-click on the image preview window, pop-up as shown in the figure on the right:

【Full Screen】: After you select full screen, the client will be full screen, if you want a single window full screen, double-click the corresponding window again.

【Auto Adjust】:  A tick represents selected window image display as the ratio of image display. Canceling the tick represents selected window image display as the image split display.

【Photo】:  Capture the picture of selected window and save to the hard disk, picture default formatting is JPG

【Record】:  Start manual record in the selected window, After start the mannual record, the label will automatically appear a tick.

【Stop Display】:  Stop image display of selected window.

Note: After the image display stop, the device are still connected, if the device has started record, the device remains record after stopping image display.
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Group Switch preview
When switch to the group  

 list, you can only use group switch

 to display image, you must set

 group when you open group switch.

 Please check “device group “instruction for specific settings. Click on the [image: image70.png]2



 Button to open group switch, click on the [image: image71.png]2



 button again to pause on the switch. When you use the group switch, if you need to set switch interval, modify switch interval in "Config" -- "Record Management". Switch interval is 10 seconds by default.

PTZ

PTZ Control

You can move PTZ to 8 directions through controlling direction buttons,and drag the slider to change,PTZ moving speed ,"-"is for slowing,"+"is for accelerating.
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 Enlarge aperture,need device hardware support
[image: image73.png]


 Narrow aperture,need device hardware support
[image: image74.png]


 Enlarge focus,need device hardware support

[image: image75.png]


 Narrow focus,need device hardware support

[image: image76.png]


 Focus forward adjustment,need device hardware 

     support

[image: image77.png]


 Focus back adjustment,need device hardware support
  [image: image78.png]


 Light on button, click and turn on the camera's light, required lens support
[image: image79.png]


  Light off button, click and turn off the camera's light, required lens support

[image: image80.png]


 Windscreen wiper on button, click and turn on camera’s wiper function,  required lens support

[image: image81.png]


Windscreen wiper off button, click and turn off camera’s wiper function, required lens support

 [image: image82.png]


Cruise on button, click and turn on camera’s cruise function, only some    cameras support

[image: image83.png]


 Cruise off button, click and turn off camera’s cruise function, only some cameras support

[image: image84.png]


 horizontal scan range, drag speed can be adjusted by the article turning faster  need the support of the camera
 [image: image85.png]


PTZ control panel, and click on the picture is preview, click on the button, can control panel；Please view 2.5.5 Horizongtal range scan settings。
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Preset position configuration
Client software supports 256 preset positions,for actual amount of preset positions,it depends on camera supported.
【Set preset position】 Select window to set preset position,then select preset position number,click "Set" button.
【Goto preset positon】 Select window to call preset position,then select preset position number,click "GOto" button
【Del preset position】 Select window to delete preset positon ,then select preset position number,click "Del" button
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Cruise setting

Note:Cruise function need Pan& Tilt support, 

the biggest can set 4 groups a cruise (according 

to preset Pan& Tilt instructions to set up, and 

the concrete Information, please refer to 

the instruction of the agreement) Pan& Tilt;
Click "cruise" button, show cruise control panel,
Preset a cruise according to different Pan&tilt have

 different calls，

  For example，Pan*tilt call 101 preset a start cruise group1

【Can the cruise 1 】 button corresponding preset a save
Up, need to start cruise click on the【cruise 1】 button

Can. Cruise button Settings as follows
Cruise button setting：

Input setup options[image: image86.png]


，Click【other settings】，input settings page,，Click on the 【Cruise set】，the diagram below：
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All set up after the cruise button, the system will save the channel Pan&tilt parameters
Note： Number 101 a preset call the cruise 1 、number 102 a preset call the cruise 2 , by parity of reasoning
Image color configuration

Click "Color" button to access image Color adjustment dialog[image: image134.png]



[image: image88.png]


 Adjust image brightness
[image: image89.png]


 Adjust image white balance
[image: image90.png]


 Adjust image contract
[image: image91.png]


 Adjust image color
[image: image92.jpg]Default



 Image color factory reset button, after click, image color reset to factory  default settings.
Horizontal range scan settings

set 126 preset a begins to set interval scanning, setting a preset number XXX, of which XXX for scanning speed (speed value of 1-255 stepless speed regulation), and then, move rocker, mobile graphics to want to scan the starting position, set number 127 preset a scan to determine the starting point, and moving pictures to the end of the scanning position, set number 128 preset a scan to determine the end;

 To be set good later, the camera will set good left earlier boundary preset a and right boundary preset a cycle back and forth to scan

360 degrees horizontal scan

Calls 125 preset,network camera can start 360 degrees horizontal scan

Automatic scanning

Call 123 preset,network camera left to be automatic scanning

Call 124 preset,network camera right to be automatic scanning

Record management

Plan of record
[image: image93.png]



Click "Config",then "Record Management",then tick "Enable the plan of record" picture as above:

SUN～SAT express a week time，to day for the unit; 0~23 express one day time,half an hour for the unit; 
【Enable plan record】 Select channel to record, then left click to drag out a green box(the box range is the time to record),Click "Save" to finish.
【disable plan record】tick off "Enable the plan of record" , then click "Save".Or cancel the green box then click "Save".Left click on green box then drag mouse to cancel

Notice: If the plan of record time to all devices are the same, you just need to set a device and click “copy " and “Save " button, all devices will open plan of record.
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【General Record Length】 Single record file's size, 

The default set is 5-min size, single record file's size can be 1-60 

Minutes, To modify size in General Record Length blank then

 Click Save.

【Recovery of remaining disk】 The selecting range is 1-50G,when space is less than selected range, it should save record to another disk or cover the former records(default is 5G)
【Record  format】 It can support 264 and AVI formats, and for 264 format, only can play with factory player.
【Cover disk after fulfill】 Tick to enable deleting the most former record when all disks space are less than selected recovery space. If no tick,recording stops when all spaces are less then selected recovery space.
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【Record Save path】Software auto detects and lists on tablet after set-up,Default path is D:\

 Note: the client supports up to of 24 drives, that is the memory can take up to 24 hard disks
Alarm Record

【Alarm duration time】 Alarm duration time, default is 10 seconds, selecting range is  5-60 seconds

【Pre-recorded alarm Length】 Pre-recording's length on alarm, default is 5 seconds, selecting range is 1-15 seconds.
Manually Record

Select monitoring windows,Click [image: image95.png]


 button or right click on windows to select to record, for recording time and path, referring to schedule record.

Record priority：

1、 If enable schedule record and alarm record at the same time, it triggers alarm in schedule alarm, system should stop schedule alarm and runs alarm linkage record.

2、 If enable schedule record and alarm record at the same time, then enable manually recording when alarm linkage record happens, system should stop schedule record and alarm record, and run manually recording.
 Linkage Alarm

Enable linkage alarm
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Click "Config",then "linkage alarm",then tick "Enable the linkage alarm" picture as above:

SUN～SAT express a week time，to day for the unit; 0~23 express one day time,half an hour for the unit; 
【open linkage alarm】 choose channel and then in the schedule, click the mouse left key dragging out a piece of green piece, pictured above; The scope of the green block is open plan video of the time。

【Close linkage alarm】  cancel enable alarm linkage front box, click save; Or in the schedule to cancel the green block and click save. Cancel the green piece of methods: just in the green block click the mouse the click of a mouse you can cancel green pieces
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Alarm type

【Motion Detection】 Alarm on motion detection

【Input alarm】 Alarm on external input signal

【Lost Connect】Alarm on lost connection 

【Hard Disk Full】 Alarm on hard disk is full

【Hard Disk Error】 Alarm on hard disk error

Linkage Alarm
【Pop up Video window 】 Tick for popping up windows on alarm

【Electron map alarm】 Tick for flashing on electron map on alarm

【Linkage record】  Tick for recording to local disk on alarm

【Sound alarm】  Tick for displaying sound on alarm
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Local video playback
Playback by searching time

[image: image98.png]


  play button; press this button for playing record

[image: image99.png]


  Pause button; press this button for pause

[image: image100.png]»



  Single frame play; press this button for single frame play, one click one frame picture

[image: image101.png]


  Snapshot button; select windows then press this button for snapshot

[image: image102.png]


  Enlarge button; press this button then select area for enlarging on windows

[image: image103.png]


  Full screen button;press this button for full screen show,double click on single windows for one windows full screen

[image: image104.jpg]


  Drop down options for selecting playing speed,default is normal

[image: image105.png]


  Sound button; click to sound on/off, default is closed

[image: image106.png]


  Input time point then click[image: image107.png]


 to go to selected time to start playing
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【Record search】 

Step 1:define file type and searching time

Step 2:select windows to playback,then select device channel on list tree

Step 3:if there is record file matching to searching condition, the file should display on timeline forum, then double click on channel to playback

Step 4: double-click the device channel for record playing back.
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Schedule record：[image: image109.png]


               alarm record：[image: image110.png]


               manually record：[image: image111.png]



Note: when the mouse moves on the timeline, the timeline panel will display the time point of current position, click to make accurate record orientation, right-clicking on the timeline panel, the timeline panel display will change from 24 hours to 2 hours, effectively enlarge the time point

Searching-file playback
[image: image112.png]



Step 1: Select file type and device channel;

Step 2: select searching time then click "Search",the eligible files should list on device tree;

Step 3: select playback windows then double click record file to view video,it can support one video displaying on four windows at the same time;
Remote record playback

 Plan record playback
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The client needs to support remote playback, open the remote playback, please refer to 
The remote video playback can play other

 client video, Specific operation as follows:

Click [image: image113.png]


 input remote playback 

interface，On the right list right mouse, appear "management server"

The menu, as pictured, into the management server button,
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In the remote server Settings menu。

double-click any column, into the editing

 server items
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Enter Server address、User name and password。

*port, user name and password set up to and   

 server  the same

（default port is 9000、 user name and 

 password with the client account and Password 

 consistent)
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Sure to return to interface can see on the right of 

the new list  server, the corresponding server

on the right mouse , The menu, select login

 to connect to the server
[image: image144.png]



After the success of the login server, 

appear on the server list equipment List, 

Select the date on the server, and then click

 on the right equipment ;Button, select

 "search for files" began to server video

 File search.
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according to "File play" with the above way according to the time playing way

Basic, order: login server-search server file;
 and service drag double-click on the file play.

According to the documents of the broadcast way can only play a file, and play

After the completion of the will not play the next file[image: image146.jpg]Splt Number




;
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SD card record playback

 remote playback timing video or alarm video in 

 SD card

Enter IPC IP address or DDNS、User name

 and password。

*port, user name and password set up to and   

 server  the same

（ port 、 user name and 

 password with the client account and Password 

 consistent)
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Sure to return to interface can see on the right of 

the new list  server, the corresponding server

on the right mouse , The menu, select login

 to connect to the server
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Sure to return to interface can see on the right of 

the new list  server, the corresponding server

on the right mouse , The menu, select login

 to connect to the server
After the success of the login server, 
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appear on the server list equipment List, 

Select the date on the server, and then click

 on the right equipment ;Button, select

 "search for files" began to server video

 File search.
according to "File play" with the above way according to the time playing way

Basic, order: login server-search server file;
 and service drag double-click on the file play.

According to the documents of the broadcast way can only play a file, and play

After the completion of the will not play the next file;
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EMap

Add Map
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Step 1 : Click "Add Map" or right click mouse to select "Add a new map";

Step 2 : Input map name in dialog "Map name",then load map;

Step 2 : Click "OK" to add map to client

Edit Map

After added map , then go to edit map

Step 1 : Click " Edit Map" on map,or right-click to select edit map

Step 2 : Drag device channel to map,then it displays [image: image115.png]


 , double click on it to view image;

Step 3: after edit, click "Stop Editing"

After you edit the map, you need to enable the device alarm linkage "Electron Map Alarm" function, or when the device is alarming, [image: image116.png]


 will not flashing 

Delete Map

Select map name then click "Delete Map" to cancel map

Parameters settings

Before modifying the device parameters, please connect the devices which need to modify the parameters on the parameter settings page, double-click the device channel of the device tree, then it will display images on the right image box.
 Color
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【Brightness】 drag slider to select best brightness
【Saturation】drag slider to select best saturation
【Contrast】drag slider to select best contrast

【Hue 】drag slider to select best color

【Default】Click to load default value

【Flip】 tick for image turnover (need device support)

【Mirror】 tick for mirror image (need device support)

【Scene】 white balance : support auto, indoor,outdoor.

  Default is auto (need device support) 

【Infrared】 night vision : support auto switch, manually swith. Default is auto (need device support)

Note: it can not configure if device does not support 

that function
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 Video

【Stream Type】support main stream and second stream

【Resolution】different resolution for different model

【Frequency】Support 50HZ and 60HZ,default is    50HZ

【Bit Rate】different bit rate for different model

【Frame Rate】N standard or 60HZ device has range 1-30fps; P standard or 50HZ device has range 1-25fps.
【I Frame Spaced】 the interval of two I frame of image.
【Rate Control】 support VBR and CBR

【Rate Quality】support 6 levels,lower level with better quality.
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 Audio

【Stream Type】 support main stream and second stream

【Audio Capture】 ON or OFF

【Audio Type】 G727、G711 and AMR

【Input Mode】 MIC or Line In

OSD
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【Camera Name】 tick to enable adding name on image

【Time OSD】 tick to enable adding time on image

【OSD Name】 after enter the OSD name and click the button “Apply” , you can modify the OSD name, the OSD name supports up to 9 characters
 Network
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To configure network parameters on current condition , the software only displays network

Parameters of current device,despite it is manually configured or DHCP.

Motion Detection
Configure motion detection：

Step 1 : tick area ,then it display a green dialog on left image

Step 2 : drag the green dialog to position wanted, and configure its size

Step 3:' configure sensitivity of alarm area detection, Sensitivity range: 0-75, default is 35 the greater the value, the more sensitive, and vice versa
Step 4: click "Linkage Alarm " to select alarm type

Step 5 : enable arm function for device , otherwise it can not support alarm linkage.

PTZ
For PTZ control , it should be fulfill with right parameters , different PTZ has different protocol, protocol code and baud rate.

System
After select time , click "Set Time" to modify time of device
【Sync with computer time】 tick then click "set Time" to enable

【Reboot】 Click to reboot

【Restore】 click to restore default settings, after restore ,need to reboot to reconfigure network parameters of device for reconnection

WIFI
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Set up WIFI steps:

Selected enable WIFI, click search WIFI signal

Double-click the mouse used the WIFI SSID number

3.Input WIFI password key

4.Click on the Apply button, and then click the check WIFI, restart your device

User management

The device administrator's user name is Admin by factory default, password is blank. After you logon as Administrator, you can add user, delete user and modify user permissions. User permissions have admin, user, and guest three kinds.

Admin Permissions: administrator permissions, you can make the device management, user management, record monitoring, record playback, EMap settings, logs search, switch user and exit the client

User Permissions：you can make record monitoring, record playback, EMap settings, logs search, switch user and modify password

Guest Permissions：you can make record monitoring, switch user and modify password
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Add user

Step 1 : login with admin then click "Config" then "user management"

Step 2 : Click "Add" button, input name and password then select permission

Step 3 : Click "Save" button to finish

Delete user

Step 1 : login with admin then click "Config" then "user management"

Step 2: select user then click "Delete"button

Modify user authority

Step 1 : login with admin then click "Config" then "user management"

Step 2: select user then click "Modify"

Step 3: select permission then click "save"

Modify user password

Step 1 : click "Config" then "user management"

Step 2: select user then click "modify"

Step 3 : input new password then click "Save"
Log
[image: image119.jpg]Log Typs M sub log typer

start time]




Log Type：

【All logs】 Record all information of system

【System log】 record information of user login,logout and user configuration,etc

【Operation log】 record user operations

【Alarm log】 record device alarm information

Log retention time

Step 1 : Click "Config" then "other settings"

Step 2 : select retention time for log , it supports 1,2,3 or 6 months , then click "Save" button

Log search

Step 1: select log type and sub-log type

Step 2: select device for inquire log, default is "ALL devices"

Step 3 : select start time and end time then click "Search"

Log Backup

Step 1: select the “Log Type” and “Sub log type” 

Step 2: select the device which needs to view logs, default to “All Device”

Step 3: select the “Start time” and “End time” of logs and click on the “Search" button 

Step 4: click on the “export" button, and select the path to backup

Note: 1, before backup log, you must first search the log to be backed up 

2 log export to be Excel format 

3, if the exported log quantity is more than 5,000, only saving 5,000 in each Excel sheet, the excess part will export into another Excel sheet again, and so on.

Other Settings
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Check Time: Tick represents the client collate time with all devices that are connected to the client in the specified time, that is, device time synchronization to the PC time

Log Retention Time: There are one month, two months or three months, six months 4 options, the client logs will not be deleted in the set time

Capture Format: it means the picture format of client capture, the capture formats: JPG and BMP two types

Image Capture Path: it means the save path of the image that the client capture

Multi-picture display second stream, the main stream Zoom (Dual-stream): Select this option, you will use a multi-screen monitor, for one split display and four split display all display the main stream. For 6 split display and 8 split display modes, only the first screen displays the main stream, other screen display second stream (the maximum screen will be spitted as the first picture). When you double-click to enlarge a screen, it will display the main stream.

 Show only the connection of each video stream (Single stream): After you select this option, no matter how many split display, the client will use the main stream or second stream connection.

Save: The settings of modifying the parameters will take effect just after click “Save " button 

Rebuild video index:Delete video database index files, to establish a video database index files.
Export Parameters: export all the setting parameters of the client 

Import parameters: set the export parameters import into another client.(The versions of two client need to be consistent, or it may appear an exception if there is inconsistent

Split screen settings
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The client support single PC after four display, a main screen, three times Split screen display
The main screen display client main interface, vice screen can be set display playback, electronic maps, logs; The other set times before the screen, need to set on PC card more screen display (here do not introduce);
Split screen set later, need to click save, restart the client, set to take effect;
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